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(5) The specified label color must ex-
tend to the edge of the label in the area
designated on each label except the
CORROSIVE, RADIOACTIVE YEL-
LOW–II AND RADIOACTIVE YEL-
LOW–III labels on which the color must
extend only to the inner border.

(e) Form identification. A label may
contain form identification informa-
tion, including the name of its maker,
provided that information is printed
outside the solid line inner border in no
larger than 10-point type.

(f) Exceptions. A label conforming to
specifications in the UN Recommenda-
tions may be used in place of a cor-
responding label which conforms to the
requirements of this subpart.

(g) Trefoil symbol. The trefoil symbol
on the RADIOACTIVE WHITE–I, RA-
DIOACTIVE YELLOW–II, and RADIO-
ACTIVE YELLOW–III labels must meet
the appropriate specifications in ap-
pendix B of this part.

[Amdt. 172–123, 55 FR 52595, Dec. 21, 1990, as
amended at 56 FR 66256, Dec. 20, 1991; Amdt.
172–143, 60 FR 50305, Sept. 28, 1995; 64 FR
10776, Mar. 5, 1999]

§ 172.411 EXPLOSIVE 1.1, 1.2, 1.3, 1.4,
1.5 and 1.6 labels, and EXPLOSIVE
Subsidiary label.

(a) Except for size and color, the EX-
PLOSIVE 1.1, EXPLOSIVE 1.2 and EX-
PLOSIVE 1.3 labels must be as follows:

(b) In addition to complying with
§ 172.407, the background color on the
EXPLOSIVE 1.1, EXPLOSIVE 1.2 and
EXPLOSIVE 1.3 labels must be orange.
The ‘‘**’’ shall be replaced with the ap-

propriate division number and compat-
ibility group. The compatibility group
letter must be the same size as the di-
vision number and must be shown as a
capitalized Roman letter.

(c) Except for size and color, the EX-
PLOSIVE 1.4, EXPLOSIVE 1.5, EXPLO-
SIVE 1.6 labels, and EXPLOSIVE Sub-
sidiary label must be as follows:

EXPLOSIVE 1.4:

EXPLOSIVE 1.5:
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EXPLOSIVE 1.6:

EXPLOSIVE SUBSIDIARY LABEL:

(d) In addition to complying with
§ 172.407, the background color on the
EXPLOSIVE 1.4, EXPLOSIVE 1.5, EX-
PLOSIVE 1.6, and EXPLOSIVE Sub-
sidiary label must be orange. Except
for the EXPLOSIVE subsidiary label,
the ‘‘*’’ shall be replaced with the ap-
propriate compatibility group. The
compatibility group letter must be
shown as a capitalized Roman letter.
Except for the EXPLOSIVE subsidiary
label, division numerals must measure
at least 30 mm (1.2 inches) in height
and at least 5 mm (0.2 inches) in width.

[Amdt. 172–123, 56 FR 66256, Dec. 20, 1991, as
amended by Amdt. 172–139, 59 FR 67490, Dec.
29, 1994]

§ 172.415 NON-FLAMMABLE GAS
label.

(a) Except for size and color, the
NON-FLAMMABLE GAS label must be
as follows:

(b) In addition to complying with
§ 172.407, the background color on the
NON-FLAMMABLE GAS label must be
green.

[Amdt. 172–123, 56 66256, Dec. 20, 1991]

§ 172.416 POISON GAS label.

(a) Except for size and color, the POI-
SON GAS label must be as follows:

(b) In addition to complying with
§ 172.407, the background on the POI-
SON GAS label and the symbol must be
white. The background of the upper di-
amond must be black and the lower

VerDate 15<DEC>99 10:04 Dec 21, 1999 Jkt 183197 PO 00000 Frm 00322 Fmt 8010 Sfmt 8010 Y:\SGML\183197T.XXX pfrm03 PsN: 183197T


		Superintendent of Documents
	2015-01-08T10:18:37-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




